
PLAN COMMISSION STAFF REPORT MEETING DATE: June 13, 2016 
CITY OF MONONA  AGENDA ITEM 6B & 6C 

CASE NO. 2-005-2016 

Project: Public Hearing and Prehearing Conference on Zoning Permit Request for a 
15,000 SF Building Addition for Wiedenbeck, Inc. 

Project Address: 2451 Kilgust Road 
Applicants:  Jane Young and Jim Wiedenbeck, Wiedenbeck, Inc. Owners 

Dave Hamby, Tri-North Builders, General Contractor 
Boyd Coleman, Architect 
Ryan Quam, Engineer  

Proposal Summary:  
Plans have been submitted describing the requested building additions for the Wiedenbeck site at 
2451 Kilgust Road and are summarized below as follows: 

- Add 11, 301 SF addition for metal storage, distribution and fabrication.  This will extend from 
the existing building west, towards South Towne Drive.  

- Add 4,890 SF for a storage garage which is planned to be attached to the first addition listed 
above.  

Applicable Regulations, Policy, or Practice:  
The property is zoned Community Design District.  A zoning permit approved by the Plan 
Commission is required for any new construction, substantial relocation, substantial enlargement of 
any building, or for any new use or change of use.  All zoning permit requests in the Community 
Design District (CDD) are forwarded to the Plan Commission for review and approval.  

The Plan Commission must also review the plans for consistency with Appendix A of the Zoning 
Code for parking lot, landscaping, and lighting standards, building and signage design elements, and 
other sections that apply including the Stormwater and Erosion Control Ordinance.  

Recommendation:  
No action is recommended at this prehearing conference.  The Plan Commission should review the 
information submitted, discuss the following, and may request additional information as needed.  

- Building Materials: Proposed materials are consistent with existing and neighboring 
buildings. 

- Landscaping: Substantial amount of wooded area to be removed. Plans show addition of 
442 new landscaping points. 

- Lighting: Complies with code. 

- Parking: Materials submitted from Quam describe the addition of 5 parking stalls. These 5 
new stalls are not shown on the site plan. 

- Civil Engineer Review: See attached letter from Vierbicher for comments on site layout and 
grading, utilities, erosion control, stormwater management, and vehicle circulation. 

- Fire Dept. Review: Addition of private hydrant needed.  Shall add to the existing fire 
suppression system and the monitored alarm system, both of which will need state approval. 
Add Knox Box if not already present.  
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STAFF REVIEW  
 
 
Proposal  
 
Wiedenbeck, Inc., a distributor of metals and industrial supplies, which also provided metal 
fabrication services, is an existing business located in the South Towne Industrial Park (since 1986) 
at 2451 Kilgust Road.  Wiedenbeck’s tonnage of metal sold has increased by over 80% in the last 5 
years.  Wiedenbeck needs additional space to continue operating the same business and 
accommodate their recent growth.  
 
Plans have been submitted describing the requested building additions and summarized below as 
follows: 

- Add 11, 301 SF addition for metal storage, distribution and fabrication.  This will extend from 
the existing building west, towards South Towne Drive.  
 

- Add 4,890 SF for a storage garage which is planned to be attached to the first addition listed 
above.   

 
Plan Submitted 
 
The following plans were submitted for the 6/13/16 meeting: 
 

- Narrative description of project  
- Aerial photo and photos of wooded area on property 
- Lighting fixture specifications 
- Landscaping summary from McKay Nursery  
- Stormwater management report and erosion control calculations dated June 1, 2016 from 

Quam Engineering.  
- Plan set dated May 24, 2016 

o Cover Sheet 
o C1 – Architectural Site Plan 
o C1 – Existing Site Plan (Quam) 
o C2 – Civil Site Plan (Quam) 
o C3 – Grading and Erosion Control Plan  
o A1.0 – Overall Floor Plan 
o A1.1 – Main Level Plan 
o A2.0 – Exterior Elevations 
o A3.0 – Building Cross Section 
o A5.0 – Standard Details 
o A6.1 – Door Schedule 
o S1.0 – Foundation Plan 
o S1.1 – Foundation Details 
o S1.2 – Foundation Details 
o Photometric Plan (Schultz Electric) 
o L1 – Landscaping Plan (McKay) 

 
Public Hearing 
 
A public hearing is scheduled on the agenda for 6/13/16 to allow nearby property owners the 
opportunity to comment on the plans and to notify them of the proposal.  A notice was mailed to 
surrounding properties within 250’.  
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Consistency with Zoning Code, Comprehensive Plan, and Surrounding Uses 
 
The property is zoned Community Design District.  A zoning permit approved by the Plan 
Commission is required for any new construction, substantial relocation, substantial enlargement of 
any building, or for any new use or change of use.  All zoning permit requests in the Community 
Design District (CDD) are forwarded to the Plan Commission for review and approval.  
     
The Plan Commission must also review the plans for consistency with Appendix A of the Zoning 
Code for parking lot, landscaping, and lighting standards, building and signage design elements, and 
other sections that apply including the Stormwater and Erosion Control Ordinance.  
 
Lighting 
 
A photometric lighting plan has been submitted showing the locations of 5 wall pack fixtures. Fixture 
specifications have also been submitted.  The lighting plan shall adhere to the standards of 
Appendix A, which require that lights at the property line not exceed an intensity of 3 foot candles.  
The photometric plan shows that this requirement has been met.   
 
Landscaping 
 
A landscaping plan has been submitted on Sheet L1.  With the new building additions, the existing 
substantial wooded area to the west of the existing building will need to be removed.  The plans and 
photos submitted show this wooded area.  Sheet L1 shows locations of new plantings, while the 
supplemental table from McKay nursery outlines species and quantities.  
  
Landscaping requirements are on a points based system, depending on how many parking stalls 
there are, and are listed in Appendix A of the Code.  Wiedenbeck has 19 parking spaces on site 
requiring 2 canopy trees and 15 points per stall or 285 points. The applicants are providing 442 new 
landscaping points, meeting this requirement.   
 
Building Design  
 
Section 13-1-63 Architectural Compatibility states: No building shall be permitted if any exposed 
façade is not constructed or faced with a finished material, which is aesthetically compatible with the 
other facades and presents an attractive appearance to the public and to surrounding properties.  
 
The building additions will both be metal buildings matching the exterior of the existing building.  This 
type of building is consistent with the existing property and surrounding properties.  
 
Department Head Review 
 
Plans were distributed to City Department Heads for their review, requirements, comments or 
concerns.   
 
Fire Chief Scott Sullivan returned the following comments: 

- “I spoke with Darrin about the addition of a private fire hydrant for this building that will be 
needed, they do not need to do anything special with the fire lanes, the access we have 
should be sufficient.  They will need to add to the existing fire suppression system and the 
monitored alarm system, both of which will need state approval.  I believe they already have 
a Knox Box on this building but if they do not they will need to add one.  All other fire codes 
will need to be complied with.” 
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Engineering Review 
 
A letter from Vierbicher Associates dated 6/7/2016 is attached, which reviews the site layout and 
grading, utilities, erosion control, stormwater management, erosion control, and vehicle circulation. A 
brief summary is below. Please refer to the Vierbicher letter for details.  
 
Site Layout and Grading: 

- Add details to the plans. 
- Areas where additional grading is required or where slopes should be revised are noted.  
- The storm sewer should be located on the owner’s parcel and not in the city’s right-of-way.  

 
Utilities: 

- Addition of a private hydrant is required.  
- Other details noted about materials standards.  

 
Erosion Control: 

- Permit required due to amount of land disturbance.  
- Add details to plans as requested.  

 
Stormwater Management: 

- Permit is required due to amount of land disturbance.  
- Sediment control accounted for in the regional off-site stormwater management basin for the 

City’s South Towne business park.   
- Oil & Grease Control measures not required. 
- Runoff rate control accounted for in the regional basin.  
- Outlet detail needs to be added as requested.  
- Infiltration is directed to pervious surfaces (okay).  
- Dane County Recorded Stormwater Maintenance Agreement required prior to building 

permits.  
 
Vehicle Circulation: 

- No issues.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

999 Fourier Drive, Suite 201 
Madison, Wisconsin 53717 
(608) 826-0532 phone 
(608) 826-0530 FAX 
www.vierbicher.com 

vision to reality 
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June 7, 2016 
 
 
Ms. Sonja Reichertz – City Planner & Assistant Economic Development Director  
City of Monona 
5211 Schluter Road VIA EMAIL 
Monona, WI 53716 
 
Re: Building Addition – Wiedenbeck, Inc. - 6/1/16 Submittal 
 2451 Kilgust Road, Monona, Wisconsin 
 Site Plan Review 
 
Dear Sonja: 
 
We have received the following documents: 

1. Existing Site Plan  
2. Civil Site Plan 
3. Grading and Erosion Control Plan 
4. City of Monona Erosion Control and Stormwater Management Permit Application 
5. Stormwater Management Plan Report 

a. Universal Soil Loss Calculations 
b. Storm Sewer Design Worksheet 
c. Erosion Control Cost Estimate 

The Plans and stormwater management plan report listed above were prepared by Quam Engineering 
and are dated May 24, 2016 and June 1, 2016 respectively. 

 
The site is currently developed with a building and asphalt pavement.   The site plans show additions to 
the building and pavement. 
 
Previously, we provided a listing of applicable stormwater ordinance requirements in an email message 
to Dave Hamby at The Renschler Company on 10/26/15. 
 
As requested, we have reviewed the above mentioned site plans and documents for general 
conformity to the City of Monona Code of Ordinances and acceptable engineering practices in regard 
to layout, grading, utilities, erosion control, stormwater management and on-site vehicle circulation.  We 
understand that city staff will review the proposed site plan for lighting, landscaping, parking, signage 
and building design elements. 
 
Please note that we have included citation of the City’s ordinance and quotation of the ordinance text 
to provide a contextual background for our comments.  Although this lengthens the review letter it 
eliminates cross-referencing the City’s ordinance to confirm the reason for our comments. 
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Our comments on the currently submitted plans are as follows:  

1. Site Layout and Grading: 

a. Per Section V.(b), Appendix A of Title 13 of the City of Monona Code of Ordinances, all 
parking areas shall be graded for drainage according to acceptable engineering 
practices. 

b. Review Comments: 

i. The existing conditions pervious and impervious areas as well as the percent 
impervious area should be indicted on the “Existing Site Plan”. 

ii. The proposed conditions pervious and impervious areas as well as the percent 
impervious area should be indicted on the “Grading & Erosion Control Plan”. 

iii. The submitted erosion control and stormwater management permit application 
mentions that five new parking spaces are proposed.  However, the plans do not 
show the proposed parking stalls.  The plans should be revised to show the locations 
and dimensions of the proposed parking stalls. 

iv. The proposed pavement structure should comply with the requirements of Section 
V.(a) of Appendix A - Site Design Standards for Parking, Landscaping and Lighting, 
Title 13 of the City’s Code of Ordinances.  The plans should be revised to show the 
proposed pavement structure. 

v. There are two spot elevations (864.65 & 863.45) just north of the proposed north 
overhead door that do not seem to fit with the proposed 864 & 865 contours.  These 
spot elevations and contours should be coordinated. 

vi. The 867 contour crosses the 866 & 865 contours just west of the north overhead door 
of the proposed addition.  The grading plan should be revised to eliminate these 
contours from crossing. 

vii. There is a drainage swale just north of the proposed addition that has segments with 
1.5%, 0.86% and 1% slopes.  It is recommended that the spot elevations and contours 
along this swale be changed to provide a uniform slope equal to at least 1%. 

viii. The plans show a proposed spot elevation of 860.00 at the southwest end of the 
proposed 12” HDPE storm sewer.  This elevation is two feet lower than the existing 
elevation at this location.  Additional grading will be required to facilitate drainage 
from this proposed storm sewer.  Also, the end of this storm sewer appears to be 
proposed in the South Towne Drive right-of-way.  It is recommended that proposed 
private storm sewer and grading be located on the owner’s parcel and not in the 
city’s right-of-way. 

ix. There is a proposed drainage swale south of the south proposed building addition 
with a slope of 0.86%.  It is recommended that the slope of this swale be revised to at 
least 1% to provide adequate drainage. 

x. Downspout discharge locations should be added to the plans. 

xi. A maximum slope of 3:1 is recommended, 4:1 is preferred for grassed areas.  There 
appear to be slopes steeper than 3:1 at the following locations: 
a. Southwest corner of the proposed south building addition. 
b. Southeast corner of the proposed south building addition. 
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2. Utilities: 

a. Per Article D, Section 13-1-61(i) of the City of Monona Code of Ordinances, adequate 
water supply, drainage, sewage facilities and other utilities necessary for essential 
services shall be provided. 

b. Review Comments: 

i. Existing and/or proposed private hydrants on the site should be shown on the plan.   

ii. Per Section 15-4-11 of the City of Monona Code of Ordinances:  If any portion of the 
proposed building is greater than three hundred (300) feet from the municipal 
hydrants, the owner shall install at his or her own expense approved fire hydrants. 
One (1) hydrant shall be provided around the perimeter of the building so that no 
hydrant is more than four hundred (400) feet from any other approved hydrant 
measured by normal access routes.  There is an existing municipal hydrant in front of 
the property, but it does not appear to be within 300’ of all areas of the proposed 
building addition.  The addition of a site hydrant will be needed to meet these 
ordinance requirements. 

iii. A minimum of four (4) feet of clear space must be provided around the fire 
hydrants, and the hydrants should be protected from vehicles by concrete filled 
bollards or similar protective devices. 

iv. Section 15-4-11 requires private water mains between private hydrants and the 
municipal water main to be no less than eight (8) inches.   

v. Hydrant and gate valve details should be added to the plans to show the use of 
valve box adaptors, valve boxes, concrete blocking, joint restraint, etc., to ensure 
compliance with the “City of Monona Material Standards”.  The hydrant detail 
should include a note that requires the drain ports to be plugged if groundwater is 
expected to be above the drain ports. 

vi. The storm sewer manhole and curb inlet notes should be revised to include sumps 
with an 18” minimum depth per the “City of Monona Material Standards”. 

vii. The plans should be revised to show an endwall at the proposed storm sewer 
discharge. 

3. Erosion Control: 

a. The stormwater management and erosion control permit application indicates that the 
total disturbed area will be 50,000 sf.  Land disturbance greater than 3,000 sf requires and 
Erosion Control Permit from the City of Monona per Section 15-2-7 of the City of Monona 
Code of Ordinances. 

b. Erosion control requirements shall follow Title 15, Chapter 2 of the City of Monona Code 
of Ordinances.  Erosion control plan requirements and performance standards are listed 
in Section 15-2-12 of the City of Monona Code of Ordinances. 

c. Review Comments: 

i. The Stone Construction Entrance detail should be changed to show a minimum 
width of 24 feet (the full width of the egress point), and WisDOT Type R geotextile 
fabric underling the stone tracking pad per the ”Stone Tracking Pad” requirements 
of the Dane County Erosion Control and Stormwater Management Manual. 
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ii. There is a gap in the silt fence/silt sock along the west side of the property.  The plans 
should be revised to show a continuous span of silt fence or silt sock along the west 
property line.    

iii. A silt sock installation details should be added to the plans. 

iv. The erosion control plan should include inlet protection for on-site and nearby off site 
inlets. 

v. An inlet protection detail should be added to the plans for each type of inlet 
protection to be installed. 

vi. The length, width and depth of the rip-rap pads, as well as the rip-rap stone size, 
should be indicated on the Plans for all storm sewer outfall. 

vii. A storm sewer outfall rip-rap detail should be added to the plans. 

viii. The “Rock Check Dam” detail should be revised to show geotextile fabric Type R 
beneath the rock check to protect it from being undercut. 

ix. If proposed grading in areas with slopes steeper than 3:1, as mentioned in 1. above, 
cannot be revised to reduce these slopes then erosion mat, sod, rip-rap, grouted rip-
rap or pavement should be added to these areas in compliance with the WDOT 
FDM Slope Erosion Control Matrix. 

4. Stormwater Management: 

a. Stormwater management requirements shall follow Title 15, Chapter 2 of the City of 
Monona Code of Ordinances.  Stormwater management plan requirements are listed in 
Section 15-2-13. 

b. The construction of the building addition and new pavement will disturb more than 3,000 
sf on the site which is developed for commercial use.  Per s. 15-2-4a(40) of the City of 
Monona Code of Ordinances, “Redevelopment means any construction, alteration or 
improvement exceeding three thousand square feet of land disturbance performed on 
sites where the entire site is predominately developed to commercial, industrial, 
institutional, or multifamily residential uses.” Therefore, these proposed site alteration 
activities meet the definition of “Redevelopment”.  Per Section 15-2-8(4) of the City of 
Monona Code of Ordinances, “Redevelopment” activities as defined in s. 15-2-4a(40) 
shall meet the stormwater management performance standards in s. 15-2-13(a)(2) of the 
City of Monona Code of Ordinances as follows:. 

i. Sediment Control:  Section 15-2-13(a)(2)(a):  “For redevelopment resulting in 
exposed surface parking lots and associated traffic areas, design practices to retain 
soil particles greater than 20 microns on the entire site (40% reduction) resulting from 
a one-year 24-hour event, according to approved procedures, and assuming no 
sediment resuspension. Under no circumstances shall the site’s existing sediment 
control level or trapping efficiency be reduced as a result of the redevelopment.”   

Review Comments: 

This property is located in the City's South Towne business park which has a regional 
off-site stormwater management basin. Per documents provided by the City from 
their files, the regional basin provides the ordinance required sediment (TSS) control 
for all properties in the South Towne business park. 
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ii. Oil & Grease Control:  Section 15-2-13(a)(2)(b):  “For all stormwater plans for 
commercial or industrial developments and all other uses where the potential for 
pollution by oil or grease or both, exists, the first 0.5 inches of stormwater runoff must 
be treated using the best oil and grease removal technology . 

Review Comments:  The potential for pollution by oil or grease or both is currently 
interpreted by Dane County Land Conservation Staff to exist when 40 or more 
parking spaces are to be added. The submitted plans indicate that five new parking 
stalls will be added.  Therefore, oil and grease control would not be required 
considering the “addition of 40 parking spaces” criteria.   

iii. Runoff Rate Control:  Sections 15-2-13(a)(2)(c) & (cm).    All runoff calculations shall 
be according to the methodology described in Section 15-2-13(a)(2)(c) of the City 
of Monona Code of Ordinances.  These runoff rate control design standards also 
apply to redevelopment sites per Section 15-2-8(4) of the City of Monona Code of 
Ordinances. “Predevelopment” is interpreted as the existing site conditions. 

Review Comments:  This property is located in the City's South Towne business park 
which has a regional off-site stormwater management basin. Per documents 
provided by the City from their files, the regional basin provides the ordinance 
required runoff rate control for all properties in the South Towne business park. 

 
iv. Outlets: Section 15-2-13(a)(2)(d).  Discharges from new construction sites must have 

a stable outlet capable of carrying designed flow, as required in iii above, at a non-
erosive velocity.  Outlet design must consider flow capacity and flow duration.  This 
requirement applies to both the site outlet and the ultimate outlet to stormwater 
conveyance or waterbody. These outlet standards also apply to redevelopment 
sites per Section 15-2-8(4) of the City of Monona Code of Ordinances. 

Review Comments: 

1. Calculations showing the outlet velocity for the 10-year, 24-hour storm event (4.2 
inches over 24 hour duration) need to be submitted. 

2. Calculations for the length, width and depth of the rip-rap pads, and rip-rap 
stone size per the Stone Outlet Protection chapter of the Dane County Erosion 
Control & Stormwater Management Manual should be submitted for review.   

 
v. Infiltration:  Section 15-2-13(a)(2)(e).  All downspouts, driveways and other impervious 

areas shall be directed to pervious surfaces, where feasible, or unless the applicant 
can demonstrate that the practice is likely to result in groundwater contamination.  
These infiltration standards also apply to redevelopment sites per Section 15-2-8(4) of 
the City of Monona Code of Ordinances. 

Review Comments: 

The plans should indicate where roof run-off is to be directed so that it is infiltrated. 

5. Erosion Control and Stormwater Management Permit 
 

a. An application should be submitted to the City Director of Public Works for approval.  
Fees for these permits are listed in Section 15-2-19. Permits are valid for a period of six (6) 
months from the date of issuance (Section 15-2-17). 
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b. Review Comments: 

i. The application should be revised to include an exhibit delineating the storm sewer 
drainage areas.  

ii. A stormwater maintenance agreement including provisions for maintenance of the 
on-site storm sewer pipe, inlet and catch basin needs to be submitted. 

iii. See “Stormwater Management Application Checklist” for additional comments. 

6. Vehicle Circulation: 

a. Per Article D, Section 13-1-61(b) of the City of Monona Code of Ordinances, safe and 
efficient vehicular circulation, parking and loading shall be assured. 

b. Review Comments: 

It does not appear that the proposed parking and drive areas present any potential 
problems with vehicle circulation. 

7. Additional Information Required:  

a. A letter that addresses comments found above.  

b. Revised plans addressing comments found above.  

c. Revised stormwater management plan addressing comments found above. 
d. Revised Stormwater Management Application Checklist per comments on the attached 

checklist. 
e. A Dane County Register of Deeds Office recorded copy of the “Declaration Of 

Conditions, Covenants And Restrictions For Maintenance Of Stormwater Management 
Measures" (stormwater maintenance agreement).  This agreement should include 
provisions for maintenance of the on-site storm sewer pipe, inlet and catch basin.   

Please note that per the City’s ordinance, a recorded copy of the stormwater 
maintenance agreement needs to be provided to the City by the Applicant before an 
Erosion Control and Stormwater Management Permit can be issued by the City.  

f. A revised City of Monona Erosion Control and Stormwater Management Permit 
Application signed by the Landowner or Applicant, and accompanied by a check in the 
amount of the review fee, submitted to the City’s Public Works Director, Dan Stephany.  

If you have any questions, please contact me at 821-3956 in our Madison office.  
 
Sincerely, 
VIERBICHER ASSOCIATES, INC. 
 
 
 
Darrin R. Pope, PE 
 
DRP/ 
 
cc:    Mr. Daniel Stephany – City of Monona Director of Public Works 
 Mr. Adam Ryan, EIT – Quam Engineering 



 

4604 Siggelkow Road, Suite A  ♦  McFarland, Wisconsin 53558  ♦  www.quamengineering.com 
 

Phone (608) 838-7750  ♦  Fax (608) 838-7752  ♦  E-mail rquam@quamengineering.com 

 
 

 
June 1, 2016 
 
 
Vierbicher & Associates 
Attn: Darrin Pope  
999 Fourier Drive, Suite 201 
Madison, WI 53717 
 
Re: 2451 Kilgust Drive Building Addition - City of Monona 
 
  
Enclosed are the following documents for the above referenced project: 
 

1.) Erosion Control and Stormwater Application & $200 Fee; 
2.) City of Monona Erosion Control and Stormwater Management Checklists; 
3.) Ordinance Requirements (Email sent from Darrin Pope); 
4.) Existing Site Plan; 
5.) Grading and Erosion Control Plan; 
6.) Universal Soil Loss Equation (USLE) worksheets; 
7.) Storm Sewer Rational Method; 
8.) Cost Estimate 

 
Please note, the signed Erosion Control and Stormwater Application & $200 Fee will be sent 
separately to the City of Monona, from the client. The documents are being submitted to address 
erosion control and storm water management requirements for the proposed redevelopment and will 
meet the following performance standards as defined in the City on Monona Ordinance and NR151 as 
follows: 
 
Erosion Control 
The proposed construction shall include erosion control measures to prevent gully and bank 
erosion and limit total off-site erosion to less than 7.5 tons per acre per year. 
 
All runoff during construction shall be directed to flow through erosion control measures as shown on 
the Grading and Erosion Control Plan. The USLE calculation worksheets are included as Exhibit #6 
and indicate soil loss will be less than 7.5 tons per acre per year. 
 
Sediment Control 
The proposed development shall include design practices to retain soil particles greater than twenty 
microns (40% reduction) on the entire site resulting from the one-year 24-hour storm event. 
 
Sediment control is provided by the regional basin as described in Exhibit #3. 
 
Runoff Rate Control 
All stormwater facilities shall be designed, installed and maintained to effectively maintain pre-
development peak runoff rates for the 2 and 10 year, 24-hour storm event.  The 100-year, 24-hour 
storm event shall safely pass through the system.  
 
Rate runoff is provided by the regional basin as described in Exhibit #3. 
 



 
 
Oil and Grease Control 
The first ½” runoff shall be treated using oil and grease removal technology.  

 
The parking lot addition consists of 5 parking stalls, which is insufficient to require oil and grease 
treatment practices. 
 
Outlets 
Discharges from the site must have a stable outlet capable of carrying the designed flow at a non-
erosive velocity. 
 
The proposed storm sewer and swale will provide a stable outlet for the site. 
 
Infiltration 
All downspouts, driveways, and other impervious areas shall be directed to pervious areas, where 
feasible.  
 
Infiltration will be managed by insuring all downspouts, driveways and other impervious areas will be 
directed to pervious surfaces where feasible, as described in Exhibit #3 
 
 
If the documents are satisfactory, please approve the project for an erosion control and stormwater 
management permit. If you have any questions or comments, please feel free to contact me.   
 
Sincerely, 

 
Ryan Quam, P.E. 
 
CC:  Sonja Reichertz, City of Monona w/ enc. via email 
 Jane Young, Wiedenbeck, Inc. w/ enc. via email 
 Dave Hamby, Tri-North w/ enc. via email 
 Adam Ryan, Quam Engineering 
 
FN: SR-14-16 



City of Monona
Erosion Control and Stormwater Management

Application (Standard Version)

Date:
  Permit #: _______________________

Project Name:   Reference #: _______________________
(For Office Use ONLY)

Project Address: Applicant Name:

Landowner Name: Applicant Address:

Landowner Address:

Landowner Phone #: Applicant Phone #:
Landowner Fax #: Applicant Fax #:

Emergency Contact / Site Contact / Phone #:
Phone #: (reachable 24 hours a day, 7 days a week)

Type of Permit (check one):
Erosion Control Only Erosion Control and Stormwater Control
(Disturbed areas of 3,000+ sf or 125+ lf) (Sites over 20,000 sf or redevelopment over 3,000 sf)

Permit Fee Calculation
Application Fee 50.00$

table 1
Total Disturbed Area (square feet): Site Review Fee Classifications

Disturbed Area Fee
(a) Site Review Fee (see table 1) 3000 to 19999 sq ft 50.00$

(fee based on how much area is being disturbed (sq. ft.)) 20000 to 99999 sq ft 200.00$
100000 to 199999 sq ft 450.00$

(b) Impervious Area Adjustment % (see table 2) 200000 to +++ sq ft 700.00$
 (reduction percentage based on percentage of hard surface

          area (concrete, asphalt, gravel, etc.) on entire site) table 2
Impervious Area Adjustment Factor

(c) Impervious Area Adjustment % of Hard Surface Area on Entire Site Reduction
     (c = a * b) 100% to 85% 0%

84% to 60% 15%
Net Site Review Fee (a - c) 59% to 45% 25%

44% to 30% 35%
Total Permit Fee 29% to 0% 40%
     (application fee + net site review fee)

Conditions:
1 Be sure to indicate the limits of disturbed and impervious area on your plan.
2 All requirements on this checklist correspond to the requirements set forth in Chapter 15-2 of the City of Monona Code of Ordinances.
3 By submitting this application, permittee and landowner permit the Monona City Engineer and his designees to enter project property for inspection

or curative action (Section 15-2-11(d)(3), Code of Ordinances).
4 The contractor shall perform erosion control inspections weekly and after every rainfall event exceeding .5” during the construction process and then

repair or replace any/all erosion control items that are found to be damaged or missing within 4 hours of inspection(s).
5 The contractor shall sweep and remove all mud and tracked material off public streets and sidewalks each working day and as needed to cleanup any

erosion or spilled materials.
6 Erosion control practices shall include permanent seeding within ten (10) working days after grading operations have been completed.  Wood mulch

must be applied to all disturbed areas within 24 hours of grading operations and within 4 hours of grading operations if weather forecast calls for any
rainfall.

7 The contractor shall pay the City of Monona for re-inspections for any permit violations (this charge to include re-inspections, documentations, meetings
and all related paperwork plus related fines).

Landowner or Applicant Signature: Date:
(If applicant is not the landowner, attach a notarized statement authorizing applicant to act as landowner's agent)

  Zoning Reviewed by: Date:

  Permit Issued by: Date:
(For Office Use ONLY)

City of Monona     Engineering Department     (608) 222-2525 www.monona.wi.us/departments/public_works

May 26, 2016

2451 Kilgust Drive Building Addition

2451 Kilgust Road Jim Wiedenbeck

Wiedenbeck, Inc. 2451 Kilgust Road

2451 Kilgust Road Monona, WI 53713

(608) 221-5454 (608) 221-5454

■

50,000
200.00

25%

50.00

150.00
$200.00



(If "NA" is checked, an explanation must be entered.)

I NA Explanation / Location in Plan I NA I NA

If stormwater management requirements are applicable, the stormwater checklist must be attached.

Erosion Control Application Checklist

Applicant Zoning Engr

NA

Application Requirement

Explanation / Location in Plan I NA IPlan Requirement I NA

5/27/2016
2451 Kilgust Drive Building Addition

X No road ditches
X No Culverts

x See Grading and Erosion Control Plan

x Exhibit 7
x Exhibit 7

x No Channels
x Exhibit 5
x Exhibit 5
x Exhibit 6
x Cover Letter & Exhibit 5

x Exhibit 5
x Exhibit 5
x

x None

x None
X None

x Exhibit 5
x Exhibit 8

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Text Box
Map showing delineated watersheds needed.



(If "NA" is checked, an explanation must be entered.)

I NA Explanation / Location in Plan I NA I NA

* See notes on next page.

NA

Stormwater Management Application Checklist

Applicant Zoning Engr

NA

Application Requirement

Explanation / Location in Plan I NA IPlan Requirement I

5/27/2016
2451 Kilgust Drive Building Addition

x Cover Letter & Exhibit 5

x No permanent stormwater practices

x Exhibits 5 & 7
x Provided at the regional level

x Exhibit 5
x Exhibit 5

x Redevelopment
x Provided at the regional level

x Not Required, only 5 additional parking stalls

x Exhibits 5 & 7
x Exhibit 5

x No permanent stormwater practices

x None
x Exhibit 5
x Exhibit 8

x Cost Estimate < $5,000

x No permanent stormwater practices

dpop
Accepted

dpop
Text Box
Storm sewer needs to be maintained.

dpop
Text Box
Drainage areas need to be delineated.

dpop
Accepted

dpop
Accepted

dpop
Text Box
Need rip-rap sizing calculations.

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Text Box
Need rip-rap sizing calculations.

dpop
Text Box
Need to show locations on plans.

dpop
Text Box
Storm sewer needs to be maintained.

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Text Box
Storm sewer needs to be maintained.



The summary table in plan requirement (4) must include the following:

Complete site plan and specifications in plan requirement (5) must include the following:

Stormwater Management Plan Notes



(If "NA" is checked, an explanation must be entered.)

1 NR 151.11 Construction site performance standard

2 Nr 151.12 Post-construction performance standard

City of Monona / NR 151 Standards

Applicant Zoning Engr

NR 151 Standards I NA NAExplanation / Location in Plan I NA I

5/27/16
2451 Kilgust Drive Building Addition

x Exhibit 6

x Controlled by regional basin, Exhibit 3

x Provided at the regional level

x Infiltration not required

x Not Residential

x Not Residential
x Not Required

x Not Required

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted

dpop
Accepted



10/26/2015 Mail - 2451 Kilgust Drive, Monona

https://mail.google.com/mail/u/0/?ui=2&ik=c073bd1eb0&view=pt&q=kilgust&qs=true&search=query&msg=150a585780f62898&dsqt=1&siml=150a585780f62898 1/2

Darrin Pope <dpop@vierbicher.com>

2451 Kilgust Drive, Monona

Darrin Pope <dpop@vierbicher.com> Mon, Oct 26, 2015 at 1:59 PM
To: Dave Hamby <daveh@renschler.com>
Cc: Sonja Reichertz <sreichertz@ci.monona.wi.us>

Dave:

I finally got a chance to reviewed the plans you provided for the building expansion at 2451 Kilgust Road.  This
property is located in the City's South Towne business park which has a regional off-site stormwater
management basin.  Per documents provided by the City from their files, the regional basin provides the
ordinance required runoff rate and sediment (TSS) control for all properties in the South Towne business park.

The city's ordinance requirement for infiltration on redevelopment sites would require that all downspouts,
driveways and other impervious areas be directed to pervious surfaces where feasible, or unless the applicant
can demonstrate that the practice is likely to result in groundwater contamination. 
 
One other stormwater ordinance requirement that may apply is oil and grease control.  The plans show the
addition of five new parking spaces. The potential for pollution by oil and grease from these few parking spaces
is not considered significant and oil and grease control would not be required for the proposed parking lot
expansion.  However, it appears that the expansion plans show a loading dock on the south side with a new
paved access drive.  Could you tell me what the anticipated truck traffic (number of trips per day) would be?

Thank you,

Darrin R. Pope, PE, EP 
  
Vierbicher
999 Fourier Drive, Suite 201 
Madison, Wisconsin  53717
Direct: (608) 821-3956 
Office: (608) 826-0532 
Fax:     (608) 826-0530 
Cell:    (608) 220-9363 
www.vierbicher.com

Visit our blog People::Places at blog.vierbicher.com

  

 

On Fri, Oct 16, 2015 at 11:08 AM, Dave Hamby <daveh@renschler.com> wrote:
Darrin,
Attached are the drawings we have for the Wiedenbeck building/addition. Looking for information regarding the
storm water management requirements that will be needed if the addition is constructed.
Please feel free to contact me with any further questions.....
Regards,

Dave Hamby
Business Development



10/26/2015 Mail - 2451 Kilgust Drive, Monona

https://mail.google.com/mail/u/0/?ui=2&ik=c073bd1eb0&view=pt&q=kilgust&qs=true&search=query&msg=150a585780f62898&dsqt=1&siml=150a585780f62898 2/2

The Renschler Company, Inc.
555 D'Onofrio Drive, Suite 275 Madison, WI 53719
T: 608.827.1162 | F: 608.833.7964 | C:  608.334.0333 www.renschler.com

 







Developer:
Project:
Date:

Version 2.2

Land Disturbing 
Activity Begin Date End Date

Period
% R

Annual R 
Factor

Soil
Map
Unit

Soil
Erodibility K 

Factor
Slope

(%)

Slope
Length
(feet)

LS
Factor

Land Cover 
C Factor

Soil loss 
A=%RxRxKxLSxC

(tons/acre)

Percent Reduction 
Required

(7.5 tons/acre)

8/1/2016 11/15/2016 34.4% 150 Sob 0.37 10.0% 20 0.62 1.00 11.8

11/15/2016 ----- 15.9% 150 Sob 0.37 10.0% 20 0.62 0.12 0.7

----- ----- ----- ----- ----- ----- -----

----- ----- ----- ----- ----- ----- -----

----- ----- ----- ----- ----- ----- -----

----- ----- ----- ----- ----- ----- -----

TOTAL 12.4 40%
Land Disturbing Activities: input definition

disturb ground activity which leaves the ground devoid of vegetation
apply mulch application of straw mulch at 1.5 tons/acre 
seed and mulch seeding and application of straw mulch at 1.5 tons/acre 
seeding temporary or permanent seeding without the use of mulching materials
sod installation of sod
paving providing 100% cover to disturbed ground with paving materials or stone

Designed By: AWR
Notes: Disturbed area shall be permanently restored by November 15, 2016. Date 6/1/2016

Silt fence or sock will reduce soil loss by 42% Checked By: AFF
Date 5/26/2016

Universal Soil Loss Equation for Construction Sites
Dane County Land Conservation Division

6/1/2016

Wiedenbeck, Inc.
2451 Kilgust Road Building Addition-North End

disturb ground

seed and mulch

EXHIBIT #6A



Developer:
Project:
Date:

Version 2.2

Land Disturbing 
Activity Begin Date End Date

Period
% R

Annual R 
Factor

Soil
Map
Unit

Soil
Erodibility K 

Factor
Slope

(%)

Slope
Length
(feet)

LS
Factor

Land Cover 
C Factor

Soil loss 
A=%RxRxKxLSxC

(tons/acre)

Percent Reduction 
Required

(7.5 tons/acre)

8/1/2016 8/26/2016 14.0% 150 Sob 0.37 19.0% 10 1.22 1.00 9.5

8/26/2016 11/15/2016 20.4% 150 Sob 0.37 19.0% 10 1.22 0.12 1.7

11/15/2016 ----- 15.9% 150 Sob 0.37 19.0% 10 1.22 0.12 1.3

----- ----- ----- ----- ----- ----- -----

----- ----- ----- ----- ----- ----- -----

----- ----- ----- ----- ----- ----- -----

TOTAL 12.5 40%
Land Disturbing Activities: input definition

disturb ground activity which leaves the ground devoid of vegetation
apply mulch application of straw mulch at 1.5 tons/acre 
seed and mulch seeding and application of straw mulch at 1.5 tons/acre 
seeding temporary or permanent seeding without the use of mulching materials
sod installation of sod
paving providing 100% cover to disturbed ground with paving materials or stone

Designed By: AWR
Notes: Disturbed slopes greater than 10% shall be mulched within 26 days and permanently restored by Nov 15, 2016. Date 6/1/2016

Silt fence or sock will reduce soil loss by 42% Checked By: AFF
Date 5/26/2016

Universal Soil Loss Equation for Construction Sites
Dane County Land Conservation Division

6/1/2016

Wiedenbeck, Inc.
2451 Kilgust Road Building Addition-South End

disturb ground

apply mulch

seed and mulch

Exhibit #6B



WORK SHEET FOR STORM SEWER DESIGN

PROJECT: 2451 Kilgust Road Building Addition Computed by: Adam Ryan
DATE: Checked by: Aaron Falkosky
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( C )* ( A ) ( I ) Q=C*I*A
(Acres) Yr. In./Hr. CFS CFS CFS In. Ft./Ft.

0.72 0.21 10 7.02 1.06 0.00 1.06 12 0.003
0.72 0.40 10 7.02 2.02 1.06 3.08 15 0.003

     C10=0.72; Commercial, HSG C, Slope 6% & Over, from  FDM 13-10-5 Fig 2.

     I = rainfall intensity for Madison, Wisconsin from NOAA, National Weather Service Precipitaion Frequency Data Server.

    Capacity Flowing Full for HDPE was determined from the nomograph in FDM Procedure 13-10-10 Figure 4, Chart 2.

Exhibit #7

SEWERRAINFALL - RUNOFFLOCATION

5/23/2016

BASIN

CFS

CB#1 Outfall 3.55
Inlet#2 CB#1 1.96



Stormwater Management Submittal 
SR-14-16
6/1/2016 Exhibit #8

COST ESTIMATE 

The following table summarizes the estimated cost of installation for all elements 
of erosion control and storm water management for the proposed development. 

Item Estimated Unit
No. Description Quantity Unit Price Amount 

   

1. Stone Construction Entrance 2 EA $500.00 $1,000.00 

2. Silt Fence 168 LF $3.00 $504.00 

3. Temporary Rock Check Dam 2 EA $200.00 $400.00 

4. Type D - Inlet Protection 2 EA $50.00 $100.00 

5. Restoration 2,400 SY $0.50 $1,200.00 

Total $3,204.00




